
The  W130 Scale features precision thin-�lm stain gauge 
technology, rugged construction, splash resistance, RF 
immunity, overload protection, and unlimited color and 
material selection. 

Features:

·  Custom Platforms Available
·  RoHs Scales Available Upon Request

Applications:

·  Medical
·  Reagent
·  Waste

W130 8kg Scale

Product Speci�cations:
Maxium Capacity:

Overload Limit:

Output:

Min. Zero O�set
w/Platform:

Excitation Voltage:
Load Sensing Element:

Bridge Resistance:

Opertating Temp. Range:

Temp. E�ect Output:

Accuracy:

Linearity:
Hysteresis:

Repeatability:
Creep/Creep Recovery:

8 kg
3 time FS
19.8 mV (4-20 mA 
.5-5 VDC, 12C option)

0.2 mV

10V
Strain Gauge Bending Beam
5,000 Ω
-15 to 34ºC
(Greater Ranges Available)

<0.025% Reading/ ºC
+ .75 grams, o� center 
loading 1/2 capacity @1/2

<0.1% R.O./Year
<0.01% R.O.1

<0.05% R.O.1

20 Minutes
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ISO9001
Registered

ISO13485
Registered



8.95”
[227.33 mm]

6.69”
[169.92 mm]

1.89”
[48.0 mm]
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